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§1919.72

marked or an explanation of controls
shall be posted at the operator’s posi-
tion to indicate function.

(12) Where used, clamshell buckets or
other similar equipment such as
magnets, etc., shall be carefully exam-
ined in all respects, with particular at-
tention to closing line wires and
sheaves. The accredited person may
supplement such examination by re-
questing any operational tests as may
be appropriate.

(13) Careful examination of the junc-
tion areas of removable boom sections,
particularly for proper seating, cracks,
deformities, or other defects in secur-
ing bolts and in the vicinity of such
bolts.

(14) It shall be ascertained that no
counterweights in excess of the manu-
facturer’s specifications are fitted.

(15) Such other examination or sup-
plemental functional tests shall be
made as may be deemed necessary by
the accredited person under the cir-
cumstances.

§1919.72 Annual
cranes.

examination of

(a) In any year in which no quadren-
nial unit proof test is required, an ex-
amination shall be carried out by an
accredited person or his authorized rep-
resentative. Such examination shall be
made not later than the anniversary
date of the quadrennial certification
and shall conform with the require-
ments of §1919.71(d).

§1919.73 Unit proof test and examina-
tion of derricks.

(a) Unit proof tests of derricks shall
be carried out at the same times as are
specified in §1919.71(a) for cranes.

(b) Unit proof load tests and safe
working load ratings shall be based on
the design load ratings at the ranges of
boom angles or operating radii. Unit
proof loads shall exceed the safe work-
ing load as follows:

Safe working load Proof Load

Up to 20 tons
20-50 tons .....
Over 50 tons

. | 25 percent in excess.
5 tons in excess.
10 percent in excess.

Proof loads shall be applied at the de-
signed maximum and minimum boom
angles or radii, or, if this is impracti-
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cable, as close to these as practicable.
The angles or radii of test shall be stat-
ed in the certificate of test. Proof loads
shall be swung as far as possible in
both directions. The weight of all aux-
iliary handling devices shall be consid-
ered a part of the load.

(c) After satisfactory completion of a
unit proof load test, the derrick and all
component parts thereof shall be care-
fully examined in accordance with the
requirements of §1919.71(d), as far as
applicable.

§1919.74 Annual examination of der-
ricks.

(a) In any year in which no quadren-
nial unit proof test is required, an ex-
amination shall be carried out by an
accredited person or his authorized rep-
resentative. Such annual examination
shall be made not later than the anni-
versary date of the quadrennial certifi-
cation and shall conform in all applica-
ble respect with §1919.71(d).

§1919.75 Determination of crane or
derrick safe working loads and lim-
itations in absence of manufactur-
er’s data.

(a) In the event neither manufactur-
er’s data nor design data on safe work-
ing loads (including any applicable lim-
itations) are obtainable, the safe work-
ing load ratings assigned shall be based
on the owner’s information and war-
ranty that those so assigned are cor-
rect. Unit test certificates shall state
the basis for any such safe working
load assignment.

§1919.76 Safe working load reduction.

(a) If the operation in which equip-
ment is engaged never utilizes more
than a fraction of the safe working
load rating, the owner of such equip-
ment may, at his option, have the
crane or derrick certificated for and
operated at a lesser maximum safe
working load in keeping with the use
and based on radius and other perti-
nent factors: Provided, however, That
the equipment concerned is physically
capable of operation at the original
load rating and the load reduction is
not for the purpose of avoiding correc-
tion of any deficiency.
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